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MICROLENE TWIN TAP Boiling and Ambient Water
Solid Chrome  plated die-cast handle
will last a lifetime.
Tap handle  always remains cool
because it operates on the incoming
cold water only

Twin water outlet 
(purified water/chilled optional and
boiling water from a single tap)

In built child safe button
to prevent accidental

operation of the hot tap

COLDHOT

Fully vented outlet,
no pressure build up
possible

Optional programmable timer

World's best
temperature control
system. Accuracy to  
  + 0.5 o C ensures boiling
water every time.

CFC free insulation
minimises heat losses and
operating costs.

MLFH-10
Boiling Unit

Expansion chamber
recovers the steam and

condensation generated,
thus no tundish is required

eliminating waste of our
precious water supply

Patented dual flow
water valve assembly

PC-2HK-1
Purifier
Module



Boiling and Ambient
TYPICAL MICROLENE TWIN TAP INSTALLATION

How to Specify: TWIN TAP - Boiling & Ambient

1. To have solid state temperature control.
2. Designed to maintain water within 0.5C of set point (98C) at all times.
3. To have anti-flood Twin Tap built into the design.
4. To have child safe inter-locking button available on Twin Tap.
5. To have NO connection to drain - so no water is wasted.

6. To have MICROLENE purifier for best quality water.
7. To be supplied with a 350 Kpa pressure limiting valve.
8. To be installed in accordance with the Manufacturer's instructions.

SELECTION CHART
To select the correct size unit for your needs simply determine how many cups of boiling water are required

at any one time, then choose the corresponding model from the chart below

MODEL Cups TOTAL CUP/Hr. PHASE/ HEIGHT WIDTH DEPTH

NO. Waiting KW RECOVERY VOLTAGE mm mm mm

(200ml)

TWIN10 (B & A) 10 (2L) 1.8 80 1/240 370 195 200

TWIN20 (B & A) 20 (4L) 2.4 110 1/240 440 195 235

TWIN30 (B & A) 30 (6L) 2.4 110 1/240 535 195 235

TWIN40 (B & A) 40 (8L) 2.4 110 1/240 455 330 345

TWIN60 (B & A) 60 (12L) 2.4 110 1/240 535 330 345




